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Tinsel shielding self-closing wrap

¥ E Features

B PET £/ 74 AV M4y FHEL PET ZBRBRICR
BELTHY., REMEY IV FRERBELE T,

B eECEEMTELE Y. T—TIVDERNETERS T,
BAFREICSELTVET,

Self-closing weave of PET monofilament + tinned copper foil and PET provides

added flexibility and a shielding effect.

Self-wrapping feature allows for easy attachment and detachment of cables,
making the product suitable for retrofitting.

ﬂ RoHS &5t
compliant

[9) {6 R EZ 8/ Operating temperature range ... ~40°C ~ 150°C/-40C to 150°C

L el Product list

B & HEERASE (mm) | EB9IE (mm)
Product code Max Expandable Range (mm)| Width (mm) | (2:1& Reference) mARL (B (@ Reference)
SWS-005 ) 6) 28=+3 50% 10024 257 £ 20%
SWS-008 ®) ®) 39£3 50% 10024 363 +20%
SWS-013 (13) (14) 625 50% 5054 51.9 £ 20%
SWS-016 (16) 17) 80£5 50% 2558 68.0 £ 20%

HEEIE50m - 1000mISxt L TR TF. 25mickt L TIERU T E T %,
*The number of the splice within 25M : <1PCS 50M&100M : <2PCS.
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This kind of tinsel shielding self-closing wrap is made of brand new PET and Tinsel,
the judgement method is based on the specification and the purchase contract.

2= Fi%gE Shielding performance

=)V FEHR (K E C3%)  Shielding effect/KEC evaluation
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Shielding expandable sleeving

¥ E Features

BB FRRER)IRTIVE/ T4 TAY M EX)—T
RICEERELTH Y. Y—ILFBRZERELET,

B ORDEAVETOTT vy T —=FHDTr—TILE
BRIEATELY,

B XE - EHICEATOWETOTT —7IVD5EEL
DBRZ T, BRCA L RAENFE B A

B XENESHLDOTERICEZ T —TIVRNTI VT
DI|EDH Y EE A

A sleeve-shaped braid made of tinned copper wire and polyester monofilament

provides a shielding effect.
The bore can be widened; assembled cables are easily inserted into tubes.

RoHS ks Tubes offer superb flexibility and shrinkability; easy to lay; does not impose stresses
compliant on the wire.
The smooth surface prevents friction damage to cable or housing.
[9) 16 R EZ )/ Operating temperature range ... ~40°C ~ 150°C/-40C to 150°C

aE IR Product list

@ B riE W (mm) IRERE &K (0) (mm) E& oL £8 GramWeight (g/m)
Product code Flat width W (mm) Expandable max (0) (mm) m/RL (&= {# Reference)
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FR1140-006 6+2 (8) 20055 13.6 & 20%
FR1140-008 8+3 (11) 20055 17.9 & 20%
FR1140-010 103 (13) 15028 20.4 £ 20%
FR1140-012 123 (15) 150X 242 £20%
FR1140-016 16+3 (19) 100 %4 285 £20%
FR1140-019 19%3 (24) 100 %4 35.0 = 20%

HEPFEESOMICH LT 1 EARUTET S,
*The number of the splice within 50 meters <1.

B E Structure
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This kind of expandable sleeving is made of polyester monofilament and tinned copper wire. )

2= Fi%gE Shielding performance

=V RZHR (KE CJ&)  Shielding effect/KEC evaluation
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Shield cross tube

RoHS 6 UL224VW-1
compliant 0’ ratedzzs

D) R R EE &I Operating temperature range.... -60°C~160°C/-60C to 160C

)
Pro

SCT- 4NUL 4.0 3~ 8 (3to8) 12.8/10 it /cores
SCT- 6NUL 6.0 6~15 (6t015) 20.3/16 it /cores
SCT- 8NUL 8.0 8~20 (8t020) 25.4/20 & /cores
SCT-12NUL 12.0 10~35 (10to 35) 43.2/34 5% Jcores

= )b FERE Shielding performance

B Electricfield
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MR, SCT-ONULE S/ MEIC LT RECHRBRE T D e R T
*These characteristics were obtained by testing on SCT-6NUL with the diameter minimized.

+3E(hmm) AT —7)V Compatible cable Fixed length
; dmm 75v =7 1b(mm)/ iS58
TG ) Flat cable (mm)/number of cores

IR Product list
& B i
duct code ‘

ER
Fixed sizes

¥ E Features

BTV Ay FEERE H S AR R 1) — TIRICHRAE
LTWET,

B ORPLEAVEITDTT v T —FHDTr—TIVE
BAIEATEET,

B &M - UEMHICEATVWE IO Ty —7ILD3|EEL
HBEGZT. BRICA ML RZENMNTTE A,

EEXEABSLGDOTERICERT—TILPNTII VYT
NDEEDLDH Y E LA

B BAMERRAR UL224 VW-1 RER T

Nickel-plated annealed copper wire and glass fiber are knitted into a sleeve.

The bore can be widened; assembled cables are easily inserted into tubes.

Tubes offer superb flexibility and shrinkability; easy to lay; does not impose stresses

on the wire.

The smooth surface prevents friction damage to cable or housing.
Tubes comply with the UL 224 VYW-1 flammability standard.
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*Tubes are delivered on corrugated cardboard bobbins.

*Tubes may be factory-cut to desired lengths.

B B Structure

ARG EBREASAfEE X)) —TRICVOXFEELZEDTT,
This product is made of metal wire and glass fiber knitted into a sleeve in a cross-woven pattern.
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Metal wire: Nickel-plated annealed copper wire

BHMEER L ERT )V A ) D AR
Fiber: Nonalkali glass fiber
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